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Rail 
Length

Product
Number

Reinforcement
Length

Picket 
Length

1.5”
# of pickets 

1.375”
# of pickets

Top
Bracket

Bottom 
Bracket

71.75" 71.625"
A-R-M-043 32 1/8" 14 14

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

95.75" 95.625"
A-R-M-042 32 1/8" 18 19    

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

119.75" 119.625"
A-R-M-047 29 5/8" 23 24 Eclipse Zinc

Eclipse Zinc

Eclipse PVC

71.75"
71.625"

A-R-M-043 37 5/8" 14 14
Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

95.75" 95.625"
A-R-M-042 37 5/8" 18 19    

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

119.75"
119.625"

A-R-M-047 35 5/8" 23 24 Eclipse Zinc Eclipse Zinc

71.625"
A-R-M-043 32 1/8" 14 14

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

95.75"

71.75"

71.75"

95.625"
A-R-M-042 32 1/8" 18 19    

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC119.75"
119.625"

A-R-M-047 29 5/8" 23 24 Eclipse Zinc

71.625"
A-R-M-043 37 5/8" 14 14

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

95.75" 95.625"
A-R-M-042 37 5/8" 18 19    

Eclipse Zinc

Eclipse PVC

Eclipse Zinc

Eclipse PVC

119.75" 119.625"
A-R-M-047 35 5/8" 23 24 Eclipse Zinc Eclipse Zinc
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DESIGN OPTIONS AND ACCESSORIES
AC174/AC10 Code Approved   CCRR-0107

4 2 "  H I G H  X  8 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY

4 2 "  H I G H  X  10 '  W I D E — R E I N F O R C E M E N T  I N  TO P  A N D  B OTTO M  R A I L

4 2 "  H I G H  X  6 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY42"

3 6 "  H I G H  X  8 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY  

3 6 "  H I G H  X  10 '  W I D E — R E I N F O R C E M E N T  I N  TO P  A N D  B OTTO M  R A I L         

3 6 "  H I G H  X  6 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY   36"

3 6 "  H I G H  X  8 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY        

3 6 "  H I G H  X  10 '  W I D E — R E I N F O R C E M E N T  I N  TO P  A N D  B OTTO M  R A I L         

3 6 "  H I G H  X  6 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY     36"

4 2 "  H I G H  X  6 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY         

4 2 "  H I G H  X  8 '  W I D E — R E I N F O R C E M E N T  I N  TO P  R A I L  O N LY   

4 2 "  H I G H  X  10 '  W I D E — R E I N F O R C E M E N T  I N  TO P  A N D  B OTTO M  R A I L         

42"

   



Enrail 
Small Contour

Eclipse Zinc

Eclipse PVC

END 1092

Eclipse Zinc

Eclipse PVC

END 1092

Enrail 
Small Contour

2 Heights   
3 Spans
2 Mounting Options
3 Bracket Options
1 Baluster Option 
2 Color Options
= Tons of Design Options.

Enrail™ SERIES 100 • SERIES 200 • SERIES 300 
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Rail 
Length

Product
Number

Reinforcement
Length

Picket 
Length

1.5”
# of pickets 

1.375”
# of pickets

Top
Bracket

Bottom 
Bracket

71.75" 71.625"
A-R-M-043 32 1/8" 14 14

Enrail 
Small Contour

Eclipse Zinc

Eclipse PVC

END 1092

95.75" 95.625"
A-R-M-042 32 1/8" 18 19    

Enrail 
Small Contour

Eclipse Zinc

Eclipse PVC

END 1092

71.75"
71.625"

A-R-M-043 37 5/8" 14 14

95.75" 95.625"
A-R-M-042 37 5/8" 18 19    

330

310

340

320

DESIGN OPTIONS AND ACCESSORIES
AC174/AC10 Code Approved   CCRR-0107

Certified by ATI Architectural Testing

6’ AND 8’ RAILS REQUIRE ONE FOOTBLOCK.
10’ RAILS REQUIRE TWO FOOTBLOCKS.
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